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capacity [ah]

12v
110 135 165 195 225 250 120 140 160 Selectiva 1020 E230V / 3A 1 451,-
160 190 240 300 345 375 180 200 220 Selectiva 1030 E230V / 3A 1 472-

24v

52 65 80 95 110 125 55 70 85 Selectiva 2010 E230V / 3A 1 451,-
80 100 125 150 170 185 80 105 120 Selectiva 2015 E230V / 3A 1 473,-

110 135 165 195 225 250 120 140 160 Selectiva 2020 E230V / 4A 1 498,-
180 210 260 320 360 400 190 205 220 Selectiva 2032 E230V / 8A 1 520,-
200 230 290 345 395 440 220 250 280 Selectiva 2040 E230V / 8A 1 583,-
185 240 290 345 395 445 495 545 595 220 250 280 Selectiva Plus 2035 E230V / 6A 2 684,-
280 365 440 520 595 675 750 825 900 280 330 420 Selectiva Plus 2050 E230V / 8A 2 894,-
365 470 575 680 775 875 980 1070 1170 360 430 540 Selectiva Plus 2065 E230V / 10A 2 1.209,-
450 580 710 830 950 1075 1200 1320 1440 440 530 670 Selectiva Plus 2080 E230V / 12A 2 1.629,-
560 730 880 1040 1190 1350 1500 1650 1800 560 670 835 Selectiva Plus 2100 E230V / 16A 2 1.839,-
560 730 880 1040 1190 1350 1500 1650 1800 560 670 835 Selectiva 2100 400V / 7A 3 1.946,-
670 870 1060 1250 1430 1600 1800 1980 2160 670 800 1000 Selectiva 2120 400V / 8A 3 2.471,-
800 1000 1240 1450 1680 1880 2100 2310 2520 780 930 1170 Selectiva 2140 400V / 9A 3 2.628,-
930 1150 1420 1650 1920 2140 2400 2640 2880 900 1170 1350 Selectiva 2160 400V / 10A 3 2.890,-

1010 1305 1595 1875 2150 2407 2700 2970 3240 Selectiva 2180 400V / 11A 3 3.101,-
1120 1450 1770 2080 2390 2675 3000 3300 3600 Selectiva 2200 400V / 11A 3 3.258,-

36v / 48v

140 180 220 260 300 335 375 410 450 140 170 210 Selectiva Plus 4025 E230V / 12A 2 1.104,-
185 240 290 345 395 445 495 545 595 220 250 280 Selectiva Plus 4035 E230V / 14A 2 1.555,-
280 365 440 520 595 675 750 825 900 280 330 420 Selectiva Plus 4050 E230V / 15A 2 1.734,-
340 440 530 620 720 800 900 990 1080 340 400 505 Selectiva 4060 400V / 8A 3 1.946,-
420 545 660 780 890 1015 1125 1240 1350 420 490 620 Selectiva 4075 400V / 10A 3 2.261,-
505 655 795 935 1075 1200 1350 1485 1620 505 600 750 Selectiva 4090 400V / 11A 3 2.418,-
670 870 1060 1250 1430 1600 1800 1980 2160 670 800 1000 Selectiva 4120 400V / 14A 3 2.681,-
800 1000 1240 1450 1680 1880 2100 2310 2520 780 930 1170 Selectiva 4140 400V / 15A 3 3.049,-
870 1085 1345 1575 1825 2040 2280 2508 2740 850 1010 1270 Selectiva 4160 400V / 16A 3 3.259,-

80v / 72v

225 290 355 415 480 535 600 660 720 225 265 335 Selectiva 8040 400V / 9A 3 2.261,-
340 440 530 620 720 800 900 990 1080 340 400 505 Selectiva 8060 400V / 12A 3 2.502,-
420 545 660 780 890 1015 1125 1240 1350 420 490 620 Selectiva 8075 400V / 15A 3 2.681,-
495 635 770 910 1040 1170 1300 1430 1570 480 580 720 Selectiva  8090 400V / 15A 3 3.101,-
670 870 1060 1250 1430 1600 1800 1980 2160 670 800 1000 Selectiva  8120 400V / 25A 4 4.625,-
800 1000 1240 1450 1680 1880 2100 2310 2520 780 930 1170 Selectiva  8140 400V / 28A 4 4.940,-
930 1150 1420 1650 1920 2140 2400 2640 2880 900 1170 1350 Selectiva  8160 400V / 30A 4 5.149,-

1000 1250 1550 1790 2090 2330 2610 2870 3130 970 1260 1460 Selectiva  8180 400V / 30A 4 5.359,-

selection taBle 

/ Valid for all charging processes: Battery temperature +27°C, charging times can fluctuate about +/- 0,5 hours
/ Price list excl. VAT of Fronius International GmbH - Division Perfect Charging
/ Terms of supply: CPT - Freight costs will be charged!
/ Valid from 01.01.2015 until recalled
/ Prices listed include mains lead and charging lead in standard lengths (see page 1), alternativ lengths and charging plugs 
 are available on enquiry
/ General terms and conditions of Fronius International GmbH apply - available under www.fronius.com

selectiva BatteRy chaRging systems - designed foR intRalogistics      
  

/ Pluggable mains and charging leads / Remote control system


